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Silicone Stripper is a safe, ready-to-use, no diluting or heating is required.  
Silicone Stripper is low odour, low evaporation, high flash point, minimal hazard rating and 
has biodegradable actives.  
Silicone Stripper chemically digests cured and uncured silicone elastomers and polymers, 
making them easily water or solvent rinseable.  
Silicone Stripper Readily digests silicone. Does not contain halogenated solvents. Does not 
contain heavy metal or cyanide. Does not contain water  
 
 
APPLICATION  
May be used on aluminium and its alloys (except coloured, anodised aluminium), copper and 
its alloys, iron and steels, glass and ceramics, epoxy composites etc. without adverse effect. 
Has little attack on rubber and other elastomers. Has little effect on most painted surfaces.  It 
is advisable to always test a small area before use.  
 
Silicone Stripper will attack nylon (polyamide). Use PTFE (for tubing, seals, pipework, etc). 
If in doubt, always test polymers with a small quantity. The presence of water reduces the 
effect of Silicone Stripper 
 
Contamination with water or oxygenated solvents such as alcohols or ketones must be 
avoided. Even at low levels of contamination, this will prevent its action as a silicone 
“digestant”, and may cause it to affect other materials.  
 
(A) REMOVAL OF EXCESS OR OVERSPRAYED SILICONE PROTECTIVE TREATMENTS 
(Non-aqueous silicone preparations for water repellency and anti-graffiti purposes eg: Lithofin 
Stainstop)  
 
Pre-clean with solvent to remove excess oil or grease. For thin layers of silicone, rub with a 
cloth wetted with Silicone Stripper If great amounts of silicone are to be removed, use two 
treatments: one to remove most of the silicone, the other to complete the digesting operation. 
Coat affected areas and allow about a 10 minutes dwell.  
Application can be by brush or cloth, using a vigorous scrubbing action.  
Wash off with White Spirit or with plenty of water. Repeat if necessary.  
 
Silicone Stripper is irreversibly denatured by water: ensure surfaces are dry. Always test a 
small area before use to ensure compatibility.  
 
(C) REMOVAL OF OIL STAINS FROM SILICONE GAP SEALANT OR ADHESIVE  
(From building facades, due to leaching of silicone oil from silicone gap sealants into 
unprepared, absorbent materials).  
 
Remove the solid silicone sealant.  
Apply Silicone Stripper to all possible surfaces. Repeated applications may be necessary, 
depending on the porosity of the substrate and the depth and severity of the staining.  
Protect from rain and leave overnight, or for a few hours. Thoroughly rinse off with copious 
amounts of water (use of a pressure washer is a good idea). Allow to dry, repeat if 
necessary.  
 
Always test a small area, including run down and pavement surfaces, before overall use.  
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AVAILABILITY - Available in 250ml, 1L, 5L containers. 
 
STORAGE & SHELF LIFE - Silicone Stripper should be stored between 0oC - 30oC and it 
has a shelf life of 12 months when stored in original unopened containers. Please note that 
Silicone Stripper may darken with age.  
 
APPROVALS  
 
Silicone Stripper has been tested by the following organisations who have established its 
performance characteristics and/or awarded Silicone Stripper their approval:  
• Loctite; effective removal of silicone material from instruments and equipment (1991)  
• Wacker; efficient cleaning agent for silicone rubber (1992)  
• Severn Trent Water; safe discharge of rinse waters to foul sewers (1992)  
• Interpon; no impairment of powder coated surfaces (1994)  
• Dunlop, Precision Rubber Division; removal prior to recoating of metals (1995)  
• Sissons; suitable for use on grade 304 stainless steel (1997)  
• Akzo Nobel; removal of silicone spray polish from substrates (1999) 
	

	

	

	

	

	

	

	

	

	

	

	

	

	

Conservation	Chemicals	Consultants	Ltd.		
Unit	1E,	Cross	Lane	Industrial	Estate,	Ulverston,		
Cumbria	LA12	9DQ,	UK		
+44	(0)	1229	588	449		
info@conservationchemicals.co.uk	
	


